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Person Completing Checklist 
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Assistant Director 
 
 

First Aid / Medic 

Production Safety Rep 
 
 

Production Manager / Producer 

 

This checklist is designed to help you recognize and remediate potential hazards on rooftop locations.  It 
must be completed for each and every rooftop prior to starting prep. Answer the following questions 
and note any actions required. These requirements primarily reflect those of U.S. based productions.  
Additional or more stringent requirements may exist in your geographic area. 

 

Basic Procedures 

1. Sufficient lighting provided for night work. Sturdy parapet wall or railing at least 42 inches high. 

2. Ensure personnel are assigned to specifically monitor cast/crew, keeping them inside the barriers 

minimum 6 feet from roof edge (if inadequate parapet and railings/fall protection not possible). 

3. Plan to monitor weather conditions for prep, film, and strike. 

4. Method of safe access/egress determined. At least two exits available (may require more based on 

number of persons on rooftop). 

5. Exit paths clear and accessible. Exit routes well lit and identified with appropriate signage. 

6. If visible damage/weak spots are determined ensure engineer has evaluated and approved for safe use.  

7. Sufficient lighting provided for night work. 

8. Use of ladders within six feet of rooftop edge is strictly prohibited, contact Production Safety for 

guidance. 
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Please answer all questions. “N/A” means “Non Applicable.” If answering “No” or further action required for any question, 

please explain below. 

Yes  No  N/A  Inspection Item 

      Roof is not steeper than a 4:12 pitch. Contact production safety for steep pitched rooftops. 

      Workers within 6 ft. of roof edge (with less than a 4:12 pitch) have temporary railings 
(minimum of 42 inches high with a 200lb capacity) or personal fall protection available. Contact 
production safety for guidance. 

      An administrative method of control (warning lines/barriers) will be established to restrict 
access to within 6 ft. of edge (if inadequate parapet and railings/fall protection not possible). 

      Crew members using personal fall protection have been trained in its use, have inspected the 
equipment and are familiar with the fall protection plan. 

      Load capacity of roof determined verified by structural engineer’s report or signed 
drawings/diagrams. 

      Permanent ladders (attached to building) have been inspected for use and if over 20 feet in 
height, have appropriate fall protection (cages, safety systems etc.) 

      Adequate distance can be kept from power lines at all times and with all equipment. (Minimum 
10ft).  If high‐tension lines present, voltage has been determined. 

      Freight or passenger elevators have updated inspection and certification. (Check certificate 
within elevator). 

      Potential environmental hazards such as ACM (Asbestos Containing Materials) or lead paint 
present. Contact production safety for more information. 

      Excessive animal/bird droppings or biological hazards present? 

      Skylights and any floor openings properly guarded? 

      Trip hazards/sudden drop‐offs identified? 

      Adequate fire protection available (extinguishers, hose cabinets, etc.) 

      Measures determined and communicated to prevent objects from falling from side. 

 

Additional comments relating to this location:  
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